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Aggregation Mode Destination MAC Source MAC Source/Destination IP Source/Destination Port 

Port Description Enable Key Role Timeout Priority AID SID Received Transmitted Unknowns Illegals Port State

1 Port 1 LACP-A Fast 32768 0 0 0 0 0 0 Not active

2 Port 2 LACP-A Fast 32768 1 0 0 0 0 0 Not active

3 Port 3 LACP-A Fast 32768 2 0 0 0 0 0 Not active

4 Port 4 LACP-A Fast 32768 3 0 0 0 0 0 Not active

5 Port 5 LACP-A Fast 32768 4 0 0 0 0 0 Not active

6 Port 6 LACP-A Fast 32768 5 0 0 0 0 0 Not active

7 Port 7 LACP-A Fast 32768 6 0 0 0 0 0 Not active

8 Port 8 LACP-A Fast 32768 7 0 0 0 0 0 Not active

9 Port 9 LACP-A Fast 32768 8 0 0 0 0 0 Not active

10 Port 10 LACP-A Fast 32768 9 0 0 0 0 0 Not active

11 Port 11 LACP-A Fast 32768 10 0 0 0 0 0 Not active

12 Port 12 LACP-A Fast 32768 11 0 0 0 0 0 Not active

13 Port 13 LACP-A Fast 32768 24 0 0 0 0 0 Not active

14 Port 14 LACP-A Fast 32768 25 0 0 0 0 0 Not active
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